
 CITIZEN CMP-40L
MOBILE PRINTING

Robust. Powerful. Easy to use.
Four inch printing: anywhere, anyone.

Simple design, intuitive operation
The CMP-40L is designed like all Citizen 
printers to be simple to use and easy to 
operate.

The durable, strong molded plastic case 
is IP54 rated and can withstand drops of 
1.8 meters meaning your printer will keep 
running and running.

Applications

• Labeling
• Mobile receipts
• Queue busting
• Delivery slips

• Price 
 markdown
• Ticketing
• Payments
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Specifications

Model CMP-40L

Printing method Line thermal dot printing

Printing speed Max. 80 mm per second, 3.1 ips

Printing width 104 mm, 4.1 inches

Media width 50 - 112 mm, 1.97 -  4.41 inches

Media roll size Diameter up to 58 mm, 2.28 inches

Fonts Font A, Font B, Download bitmap and true type font

Media type Thermal labels & receipt paper

Media sensors Gap, Black mark, Paper end, Peeler

Resolution, Dots per line 203 dpi (8 dots per mm), 832 dots per line

Interface

RS-232 (mini DIN connector), USB (mini B connector)

Options: Bluetooth with Apple™ MFi compatibility

Options: Wireless LAN Wi-Fi 

LCD Colour Graphic LCD 128×64 dots

Case design Heavy duty plastic with impact resistance edge moldings

Environmental rating, drop test Exceeds IP54.  Survives multiple drops of 1.8 meters

Weight (inc. battery, excl. paper) 1 Kg (with battery) 

Dimensions  (W x D x H) 164 × 174 × 80 mm

Operation & Storage environment -10 to +50 °C and -20 to +60°C (10% to 90% RH non condensing)

Battery type and capacity Hard pack 7.4V 2600mAh.

Adapter specification Input: 100V-240V AC, 50/60Hz.  Output: 9.0 volts, 4.0A

Emulations ESC/POS®™, CPCL™, ZPL™, Command compatible

Drivers and SDKs iOS™; Android™; Windows 7, 8, 10 and compact/phone variants; Linux/CUPS

Features & Benefits

• Easy media loading with drop-
in paper loading and paper out 
indicators.

• Label or receipt printing

• LCD display for easy configuration 
and operation

• Integral peeler for labels

• Integral tear bar to cut paper to 
length.

• Adjustable paper width: 2 - 4.4"

• Heavy duty protection: IP54 and 
drops of up to 1.8 meters

• Lithium Ion battery technology and 
easy-to-change power packs.

• AC adapter as standard designed 
to recharge batteries on-board the 
printer.

• Range of interfacing options 
including USB, industry standard 
serial plus Bluetooth® and Wireless 
LAN networking options.

• Windows drivers and software 
development toolkits for a range 
of application platforms including 
iOS™ and Android™.

MOBILE PRINTING

All product names are trademarks of the respective manufacturers. Windows is a trademark of Microsoft Corporation. Epson® and ESC/POS™® are trademarks or 
registered trademarks of Seiko Epson Corporation. Bluetooth® is a registered trademark of the Bluetooth SIG and WiFi is the registered trademark of the Wi-Fi 
Alliance. Android™ is a trademark of Google Inc., IOS™ is a trademark of Cisco Systems. CPCL and ZPL are trademarks of ZIH Corp. Apple is a trademark of Apple Inc. 
Designs, specifications and availability are subject to change without notice. Errors and omissions excluded.

High capacity media rolls
The CMP-40L printer can accept media rolls with a 

diameter of approximately two inches. It supports 

label printing via the integral label-gap sensor as 

well as receipts.
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